SPHERICAL ROTATING COWL
EL SOMBRERETE ROTATIVO ESFERICO

mm Nasada kominowa kulista stosowana jest na przewody kominowe
wentylacyjne. Kuliste i podtuzne nasady obrotowe produkowane sg w
zakresie srednic rur dolotowych przewodéw wentylacyjnych DN 150-
400mm. Nasady moga by¢ wykonywane z blachy aluminiowej lub blachy
kwasoodpornej. Wspomagaja cigg kominowy przez wytwarzanie pod
cisnienia w przewodzie wentylacyjnym oraz zapobiegajg ciagowi
wstecznemu. Drugim celem stosowania nasad jest ochrona kominowego
przewodu wentylacyjnego przed opadamiatmosferycznymi.

Ef= Spherical rotating cowl is used in chimney ventilation ducts. It is made in
diameter 150-400mm. It supports airflow by negative pressure in ventilation
duct and they protect from back flow. Second use of cowl is rainfall
protection. Chimney cowls are particularly useful in wind-loaded zones, in
areas exposed to changing winds and descending winds.

E— El sombrerete rotativo esférico se utiliza en los conductos de ventilacion
de chimeneas. Esta disponible en didmetros que van desde 150 hasta 400
mm. Ayuda a mejorar el flujo de aire mediante la creacidn de presién negativa
en el conducto de ventilacion y previene el retroceso del flujo. El sequndo
proposito del sombrerete es proteger el conducto contra las precipitaciones.
Los sombreretes de chimenea son especialmente Utiles en zonas expuestas
alviento, especialmente en dreas con vientos cambiantes o descendentes.
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03-901 150 250 265 330
03-902 200 330 325 360
03-903 250 395 395 415
03-904 300 480 480 465
03-905 400 530 535 536
03-906 150 250 265 330
03-907 200 330 325 360
03-908 250 395 395 415
03-909 300 480 480 465
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